I Residential Off-grid Inverter

Series: Aries S1
1-Phase Off-grid Inverter

155 Trl®

155TH®

M PRODUCT FEATURES

N

. Lithium battery activation function by PV or Utility
. Compatible work with LiFePO4 battery via Rs485
. Pure sine wave

. Power factor 1.0

. PV input Voltage 60Vdc-500Vdc

. Built-in MPPT160A/200A/240A
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. Capable to work without battery

M PRODUCT ILLUSTRATION
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8. Detachable dust cover for harsh environment

9. Independent air duct design, lower temperature rise, higher stability
10. WiFi remote monitoring optional

11. EQ function to optimize battery performance and extend lifecycle
12. Max. 10 pcs parallel for off-grid operation

13. Support storing energy from diesel generator
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I TECHNICAL PARAMETERS

Model

Aries 3024-S1

Aries 5048-S1

Aries 6048-S1 Aries 8024-S1

Aries 1048-S1

Aries 1248-S1

Capacity

3.5KVA/3.5KW

5.0KVA/5.0KW

6.2KVA/6.2KW 8KVA/BKW

10KVA/10KW

12KVA/12KW

Parallel operation capability

YES

Lithium Battery activation

YES(By PV or Utility or RS485/CAN)

Lithium Battery communication

YES(RS485/CAN)

Input

Rated Voltage[a.c. V]

220/230

Acceptable Voltage Range [a.c. V]

170-280(For personal Computer);90-280(For Home Appliances)

Frequency [Hz]

50/60(Auto sensing)

Total Harmonics Current Distortion (THDi)

<3% (of nominal power)

Output

Rated Voltage[a.c. V]

220/230+£5%

Surge Power [W]

7000

10000

12400 16000

20000

24000

Generator Input/Smart Load Current[a.c. A]

15.2/15.2

21.7/21.7

27/27 34.8/34.8

43.5/43.5

52.2/52.2

Frequency [Hz]

50/60

Waveform

Pure Sine wave

UPS switching time

4ms(For personal Computer) ; 20ms(For Home Appliances)

Peak Efficiency(PV to INV)

97.50%

97.80%

Peak Efficiency(Battery to INV)

94.5%

95.20%

Overload Protection

5s@>=140% load;10s@110%~140% load

Crest Factor

31

Admissible Power Factor

0.6~1(inductive or capacitive)

Battery

Battery Voltage [d.c. V]

24

48

Floating Charge Voltage [d.c. V]

27

54

OverCharge Protection [d.c. V]

33

63

Charging Method

cc/ev

Solar Charger & AC Charger

Solar Charger Type

MPPT

Number of MPPTs

Max.PV Array Power [W]

7000

9000 16000

20000

24000

Max.PV Array Open Circuit Voltage [d.c. V]

PV Array MPPT Voltage Range [d.c. V]

60~500

Max.Solar Input Current [d.c. A]

27

18/18

Max.Solar Charge Current [d.c. A]

Max.AC Charge Current [d.c. A]

Max.Charge Current [d.c. A]

90

110

135 160

200

240

Physical

Dimensions,W*H*D[mm)]

320%474*125

429*554*125

Package Dimensions,W*H*D[mm)]

560*195*390

632*200*491

Net Weight [Kg]
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Communication Interface

RS485+CAN

Environment

Operating Temperature Range [°C]

-10to 55

Storage Temperature [°C]

-15t0 60

Humidity

5% to 95% Relative Humidity(Non-condensing)

Note: Product specifications are subject to change without further notice.

I WWW.ssthpower.com
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